
m/t TRYTON

GENERAL SPECIFICATIONS
Port of registry:
Call Sign:
Flag:
IMO number:
Built:
Classification:
Class:

Trading area:

DIMENSIONS
Lenght overall:
Breadth:
Draught max:
Gross tonnage:

MACHINERY
Main engines:
Propulsion:

Bow thruster:

Szczecin
SPS - 2478
Polish
9264386
2002, Vigo, Spain
PRS
KM TUG 
FIRE FIGHTING 1 AUT
A1+A2+A3

30,0 m
9,85 m
4,60 m
385 tons

2 x Caterpillar, total 4400HP
Azimuthal Stern Drive
2 x Schottel SRP 1212
275 HP

DISPATCHER’S OFFICE
ROUND THE CLOCK SERVICE
tel.:    +48 (91) 4308559
mob.: +48 695 777 902
e-mail: dyspozycja@zuz.pl

tel.:  +48 (91) 4308257
fax.: +48 (91) 4347700

e-mail: naczelny@zuz.pl
website: www.zuz.pl

Sales Department
tel.:    +48 (91) 4308876
mob.: +48 695 777 903
mob.: +48 695 777 904
e-mail: operations@zuz.pl

PERFORMANCES
Bollard pull:

DECK & TOWING 
EQUIPMENT
Towing winch aft.:

Drum capacity:
Capstan:
Deck crane:
FiFi:
Antipollution:
Rescue boat:

NAVIGATION EQUIPMENT
Radar:
Gyro compass:
Autopilot:
Echosounder:
GPS:
Navtex:
AIS:
LRIT:
Inmarsat-c:
EPIRP:
SART:

55 tons

Hydraulic double drum, breakload 150 tons

800/600 m, 45 mm. wire
5 tons
PALFINGER boom 10,5 m , 10,7 tons
2 x monitors 1.200 cbm/h each
fitted with booms with dispersant Disposers
6 persons

Furuno RF-1510 Mark 3
Fluxgate Robertson RFC 35 R
Robertson AP-9 Mark 3 ver. Truster
Suziki ES-1225
Furuno GP-31
JMC NT-900
SAAB R4
SatPro D800
Scansat-CT
Kannad 406 WH
Mc Murdo S4 Rescue SART
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